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Unrivaled Performance

Inlet opening (H x W) 970 x 1.300 mm (38" x 51")

Rotor diameter 1.267 mm (50"), rotor width 1.250 mm (49")

Independent 2-deck pre-screen 3.100 x 1.250 mm (10’ x 4')

Swiveling oversize return conveyor / stockpile conveyor

Optional 2 deck after screen 4.500 x 1.500 mm (15’ x 5'), 6,75 m?

Also available in Electric version with electric or direct driven Rotor by Diesel engine
Patented tilting chassis

Capacity up to 500 tonnes / hour
Hopper 7 m3

Dolly system available

Highest reduction ratio

Superior product shape « Limestone and many other natural rock
« Concrete and landfill recycling

« Primary and secondary crushing

e Yard clean up

» Construction waste

« Demolition

e Quarrying and mining

Gravel

e Asphalt

e Coal and others

Applications

Transport Dimensions

with after screen

Working Length

Width

3.200 mm (10'6")

3.200 mm (10'6")

Weight [49t (54 sT) 60 t (66 sT) without after screen
Length |16.700 mm (54'9") 17.800 mm (58'5") 16.700 mm (54'9")
Height [3.670 mm (12'1") 3.670 mm (12'1") with after screen

20.100 mm (65'11")

Keestrack cannot be held liable for incorrect information
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